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TIPE TRUCK SCALE

S ATTORMTYPE|  BZE_ | CAPAGITY | DIV —— PITLESS (ATAS TANAH) SEMI PITLESS (SEMI ATAS TANAH)

(Meter) (Ton) (Ka)
GT-0603-TO20A | 6 M X 34 M | 20T - 40T | 10Kg | coLT
GT-0703-TO40A | 75 M X 34 M | 30T - ¢ [ 10Kg | ENGKEL | FUSO KECIL
GT-0903-TO40A | 9 M X 34 M| 30T - B0T | 10Kg | FUSOBESAR/INTERCOOLER
GT-1003-TO50A | 10 M X 3.4 40T | 10Kg TRONTON
GT-1203-TOS0A | 12 M X 3.4 M | 40T - 60T | 10Kg | CONTAINER 20 FEET / TRAILER
GT-1503-TOGOA | M | BOT - BOT | 10Kg | CONTAINER 40 FEET
GT-1603-TOBOA | 16 M X 3,4 M | 60T - 100T | 10/20Kg | CONTAINER 40 FEET
GT-1603-TOBOA | 165MX34M | 60T -100T | 10/20 Kg | CONTAINER JUMBO / GANDENG
GT-1803-TOSOA | 18 N M | 60T - 120T | 10/20 Kg | GANDENG-2
GT-2103-TOBOA | 21 M} 1| 60T-150T | 10/20Kg| GANDENG-3

DETAIL

panjang truck
ek - Down

Batang | WF x9 (Cross Beam) - 2 Sel Per Module
Pendukung 0 ort Baam) - 6 Set Per Module

1, Back-Up Battery, LED Display, Interface R5-232C,
ftage, Optional Built Internal Printer;

TO30/TOS0;

Protection

Jumiah Loadcell

Coad cell
b2t

nnate - Safe, Anfi - Explosion Proof

wunding BC - 70 (Seniral) dan Grounding Per Load Cell

Software




A. STRUKTUR PEMBESIAN
Menggunakan Baja yang Kuat, Ukuran Standard dan Berkualitas Tinggi.

Menerapkan Platform Sistem Modular yang dibuat Kaku (Rigid) dan Kokoh
Sistem Knock Downed yang Memudahkan (Efesien-Praktis) dalam
Maintenance, Rekondisi Jangka Panjang dan Pemindahan.
Spesifikasi dan Desain yang dirancang untuk Beroperasi di Medan yang
Berat (Heavy Duty Used) dan Safety Overload Platform Tinggi (120%)

Gambar A1

Modul Platform berukuran 1,5 M x 3,4 M dimana disambung di sisi bawah
Main Beam dengan menggunakan Baut Baja HTB (High Tension Boilt)
dengan Ketahanan dan Kekuatan Tarik (Strength) yang sangat Tinggi.

Gambar A.2
Dilengkapi dengan Bumper Stopper di tiap sudutnya, sebagai Safety
bagi Platform Timbangan, Fisik Load Cell dan Respon yang cepat.

Gambar A.3

Pemipaan (Galvanized Pipe) yang Rapi, Tertutup Rapat dan Kuat untuk
kabel timbangan dengan tambahan Flexible Steel Conduit Pipe untuk
Proteksi Kabel Load Cell dan Kabel Controller.
Grounding Arde Terpasang di Setiap Titik Loadcell dan Sentral Arde
ke Bumi (Grounding) untuk Proteksi dan Minimalisasi Akibat Petir.

B. SIPIL PONDASI
O Supervisi dan atau Pembuatan Pondasi Jembatan Timbang oleh Gewinn.
¢ Struktur Sipil, Sloof Memanjang, Sloof Penguat, Dudukan Load Cell,
Pelevelan, Diagonalisasi, Bumper Stopper, Pengecoran K-300 sesuai
dengan Standar Pelaksana Gambar Kerja Gewinn.
Bisa Optional atau bisa dikerjakan oleh tenaga sipil Gewinn
yang berpengalaman.




C. LOADCELL

» Menggunakan Load Cell jenis Column Type Kompres Terbuat dan

Stainless Steel yang Tahan Air, Kelembaban dan Korosi (Indeks
Proteksi/ IP=6E8).

Mounting di-Hardened dengan set tambahan baseplate atas dan
bawah sebagai landasan dan Sistem Penahan Load Cell yang
terpasang untuk dapat bergerak bebas (Free Mounted Assembly)
dan untuk Mendapatkan Hasil Timbang yang akurat dan tahan lama.
Load Cell Jenis Column Type lebih memiliki titik Asimetris lebih baik,
sehingga mengurangi geseran, gesekan & respon display cepat,

D. JUNCTION BOX
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Menggunakan Junction Box Explosion Proof Exia li Ct 6 dengan
Innate Safe yang dilengkapi dengan tutup metal Stainless agar
terlindungi lebih baik, dan tutup rapat dengan Summing Box.
Setting Adjusment dengan junction box menghasilkan beban
distribusi merata disetiap pojok (seluruh platform) sehingga kondisi
Load Cell terjaga dengan Life-Time yang panjang.

. INDIKATOR SMART-IP65 EUROPE ORIGIN

Kalibrasi Full Digital LED Display Back-Up Battery, RS5-232
Interface: dan Proteksi untuk Tegangan yang Tidak Stabil.
Mudah Dikoneksikan baik Komputer ataupun System
Compatible with Programme SAP, Oracle etc.

Memary Linear Function * Optional Built Internal Printer

F. SOFTWARE PROGRAMME TS-i GEWINN
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Software lengkap untuk Transaksi Timbang serta Back Up Data
Timbang untuk Customer atau Supplier, yang dilengkapi Data
Security Access, Report, Safety Data, Back Up Data, Full
Restore dan Automatic No. Transaksi Timbang.

Optional : Program bisa di Customized dan sesuai Kebutuhan

G. SERTIFIKASI TERA METROLOGI
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Ber-sertifikasi Tera Metrologi sebagai Legalitas
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LOAD CELL

Introduction

e |oad cells are available in the capacities 10t to 50t each Load Cell. For capacity Load 20T-120T.
® Stainless steel construction, hermetically welded, oil-proof, waterproof and anti-corrosive gas and
medium making it lightning protected in all kinds of environment. Column structure, anti-reversal

design, good self-aligning ability.

® Syitable for electronic platform scales, truck scale, automobile testing facilities, and weighbridge.
Important Features

e Capacity 10t to 50t .
e High accuracy.

® Stainless steel or alloy construction.
& Easy installation and reliable performance.

® With OIML approval.
e IP =58

Specifications of Loadcell Amcells Usa

INDICATOR
Introduction

= Configuration and calibration modes have different parametars: Fres access, they can always be read and
modified; Protected, they can always be read but only modified under certain conditions (tagged with a in the
dimgrams); Calibration and configuration modes can be activatod by pressing the Exil key and zaro key
simultanaously

- Full scale input signal: £3 mV/V; Input Impedance; 200 MQ (typical); Internal resolution:Converter AD 24 bits,

18700000 counts (+ 8350000); Measurement rate: 50 measuremenis per second

Linearity arror: <+0.01_% of measurament lavel; Zero stability: 1500w/ C max.

Span Stability: 3.5 ppmy/ € max; Excitation voltage: 6.1 + 3 VDC;

Transducer minimum resistence: 850 (4 cells x 3 . 8 cells x 700L2)

Transducer miximum resistence:1000 kO, Wire length: 400 mdmm?® max. (8. wires), 30 m/mm?

Input overioad; + 12V

RN

max. (4 wiras)

1. Input/Output Options

4 gt npets Vieow = 0BV, Vs = 2V, Vilas = 30V

Open colecior autpss; Youow = 05 Y

Voscs= T8V, W e 1.2V liow = 200 mA {max)
Range Veer =8V -3 Y

4 digital oulputs

GFL-A30L/ 50 Inspection Result ELIGBLE Galvanic insulaton auput. 14-bts DIA =
m Vigltage ouput ; 0« 10.5 V (nom) | load > 1
07 Inspecions oc03 Aowg o ::.j.:j‘:ulrul 0-21mA; Urm .«Is.':wme <500
5 Input Resitance 5
o i kit 2. Operator interface
Accuracy Class o} Quiput Reslstance .50 “Main Diplay 1T 7dgtiED20mm |
Sensilnity 19983 mVIV Safe Load Limit 150 % F.S | L | Kayboard whh € ks |
3. Serial Communications Model: SMART-IP65
Zero Output 0B0%FS Insulation Resistance <5000 MO T Tyl Femm—ryr EUROPE
Vo 3T6Kg Quality Deparkment P Loadcell Usa e e p—
I e : Taeametion foke 15200, 3600 and 4500 beuts
= ! A7) Capactity 3011501 Amce"s-G FL Wtz o bes 22 ey R 0 7ty 70
. . Features :
Speclﬁcatlons Of Loadce" Europe - A/D convarsion with readability 1/30000; Use inner code 1o replace waight observing and analysis lolerance
- Zaro range setup (auta/manual); Non-linearity and calibration tolarance correction
= = - Password management and timing power off function: Auto/manual, condition/non-condition, daily/sorted
Rated Load 10,15,20,25.30,40 50t erating Temp Ranae a4 e report print setup; Fast filled weaighing bill prinl setup
: Op § lemp Range ; - Save 1500 vehicle |1D/net weight, 201 cargo ID/cargo name, 100 customer;|D/customar name, 100 notas
Regolution - and 1501 weaighing records; Waeaighing data save protection in case of powar off) Inpul charactaer with
60000 Safe Over Load (%FS) 150 keyboard or download from PC; Good consistency, Hardware detection
and voltage display of load cell signal; Back-up & Rechargeable battery
Digital Load Cell SN 500000 Temgerature Effect £0.02% F810°C Parameters :
: " T s | | Madel D10
Creep 30 min (%FS) 10.02%F.S Recommend Excitation $12VDC I TRt panas -30mV~30my
. T e Input sensitivity >1 Ve
| Digtt Reurbishing Frovquenty 50 Maamuni Transmitting Distance | 1200 m Lond cell Excitatlon Upe 5W
t Max. load cell connection Dispiay B at 350 ohm or 16 at 7OOohm
| Communication BPS 9600 8PS Maimum Excitation 20vDC Standard Interface RS-232 Interface
' : Model : XK3190-D10
| Combined Emor 0.02%F 5 Environmental Protaction |PEE Loa d cell Eu rope

JUNCTION BOX

Specification :

Selection of connection mode: JXH-xB for parallel mode; JXH-xC for serial mode

x for quantity of load

cell: 4,6, 8

Model: JXH-4C; JXH-4B; JXH-6C; JXH-68; JXH-BC; JXH-8B
High precision potentiometer
Stainless Steel Housing, Innate Safe, Explosion Proof
For parallel mode, wire connection method with selection  Of compacting or weldingFor
parallel mode, equipped with TVS pipe Customized for 10 wire
Technical Parameter :
Able to connect with strain gauge load cell at resistance of 350-800 ohm, excitation 5-15V DC

Load cell 350 chm as example: serial mode about 5%; parallel mode about 3%
Load cell 700 chm as example: serial mode about 3%; parallel mode about 2%

Auxiliary display for weighing device by viewing weighing result from long
distance & for weighing system by connecting with computer with matching

output format

Display character :
6-bit LED with character height 7Smm-125mm (YHL-3/ YHL-5 steel housing)

Introduction
D200ZE-A/FIP1 is 2 digital weighing indicator with stainless steel hous-m% switch powsr supply with high perfarmance wide ra ge of voltage for both DC and AC
sulitable for static Iruck scale system with 1-12 pieces of dighal load cell. D2O0ZE-AP is with Buill-in termal micro-printer, D2Z002E-AP1 is buill-in dot micro printer

?

CHARACTERISTICS AND DESCRIPTIONS

# Support 2 types of outomalic scale-assembly for exclusive us of E-typa load call, Suppart 2 types of outomatie scale-assambly for exclusive us of C-lypa load
cell; Support the mixed use of C-type and E-typa digital load call, Support encryption to the communication between indicator and load cell

# Can work with sncryption device JMQ-02, suppon one key encryplionidecryption on site, Automalic and manual adjustment of comer difference, Comection of
nan-lrnaamg Verfication of intemal code for digital 10ad cell. Fast chicking of the stalus of digial ioad ceil; No need o delete the orginal record, aulomalic save
the latest 1000 group welght record; Suppart the multimeter's checking to scoreboand pon (Re232), communication port and load cell port; Support key checking

» Support comer-press to check address, Support scale assembly fault detection, support indicalor operation time auto-record; Equipped scareboard port, senial,
communicatin porl, standarl para;e, printing perl. custom prant format, Display batlery voltage value, constant inteligent charging protection protection functon,
Equpped with EMC prodection.

Main Technical Parameter

<]5 melers
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| D3 St el ol wohlca) runibaT nd re weighL. 1000 sets e

[——— AC 1108 2290 V. 50 Hz (e customalzed sdapter, AC 220 V ar 190 V)| Auiiary
il L] Detivi? b mrienenoe-free echargeabia battery {opsanal

D2002E

] Model :

320 x 130 x Z¥) mm
Around 3.8 Kg

COMPUTER & PRINTER

- Computer min Intel Pentium Dual Core, RAM 2 GB, Monitor LED 16" , Keyboard, Mouse - Printer Epson Dot Matrix , LX - 310



